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EAC-C 004771528 0,002 50
EAC-Ch 004771529 0,002 50

EAX 004771539 0,029 50
EALP 004771544 0,002 50

EAA 004771534 0,002 50

LS LED 5 G 24 004770801 25/50/100
LS LED 5 R 24 004770802 25/50/100
LS LED 5 Y 24 004770803 25/50/100

LS LED 5 G 230 004770804 25/50/100
LS LED 5 R 230 004770805 25/50/100
LS LED 5 Y 230 004770806 25/50/100

LS LED 10 G 24 004770807 25/50/100
LS LED 10 R 24 004770808 25/50/100
LS LED 10 Y 24 004770809 25/50/100

LS LED 10 G 230 004770810 25/50/100
LS LED 10 R 230 004770811 25/50/100
LS LED 10 Y 230 004770812 25/50/100

LS LED 20 G 24 004770813 25/50/100
LS LED 20 R 24 004770814 25/50/100
LS LED 20 Y 24 004770815 25/50/100

LS LED 20 G 230 004770816 25/50/100
LS LED 20 R 230 004770817 25/50/100
LS LED 20 Y 230 004770818 25/50/100
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Collar

Type  Colour Code number Weight [kg] Packaging [pcs]

Black
Chrome

Other

Type Function Code number Weight [kg] Packaging [pcs]

Fixing device
Legend plate

Antirotation ring

Type Code number Weight [kg] Packaging [pcs]

LS LED indicators

Type Code number Name Packaging [pcs]
LED indicator d=5 mm 24 V AC
LED indicator d=5 mm green 24 V AC
LED indicator d=5 mm red 24 V AC
LED indicator d=5 mm yellow 24 V AC
LED indicator d=5 mm 230 V AC
LED indicator d=5 mm green 230 V AC
LED indicator d=5 mm red 230 V AC
LED indicator d=5 mm yellow 230 V AC
LED indicator d=10 mm 24 V AC
LED indicator d=10 mm green 24 V AC
LED indicator d=10 mm red 24 V AC
LED indicator d=10 mm yellow 24 V AC

LED indicator d=10 mm 230 V AC
LED indicator d=10 mm green 230 V AC
LED indicator d=10 mm red 230 V AC
LED indicator d=10 mm yellow 230 V AC
LED indicator d=20 mm 24 V AC
LED indicator d=20 mm green 24 V AC
LED indicator d=20 mm red 24 V AC
LED indicator d=20 mm yellow 24 V AC

LED indicator d=20 mm 230 V AC
LED indicator d=20 mm green 230 V AC
LED indicator d=20 mm red 230 V AC
LED indicator d=20 mm yellow 230 V AC
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Technical data

Operating voltage 230 V AC  
(with 230 V AC voltage - cord in lamps light colour)

Power consumption

Power cord
LGY 0,5 mm2 or terminal connectors for lamps  

�=10 mm i �=20 mm

Protection class

Lamps are manufactured in various sizes 5 mm miniature, 10 mm medium, 20 mm giant

 Colour G - green, R - red, Y - yellow
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