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Univolt® vă oferă tubul potrivit pentru fiecare 

tip de instalaţie electrică. Gama largă de 

produse – tuburi și accesorii – este caracteriz-

ată de cea mai bună calitate.

durabil. Tuburile noastre 

sunt folosite de decenii în întreaga lume și au 

adus o contribuţie substanţială în siguranţa 

tehnicii instalaţiilor.

rezistent. Rezistenţa 

chimică și proprietăţile mecanice ridicate fac 

din tuburile noastre o protecţie ideală pentru 

cabluri.

versatile. Dietzel Univolt® 

offers the appropriate solution for any kind of 

electrical installation. Superior quality features 

characterise the extensive product choice of 

conduits and accessories.

reliable. Our conduits have 

been used around the world for decades 

and contributed considerably to the safety of 

man and material in the electrical engineering 

industry.

resistant. Increased 

mechanical properties and outstanding 

chemical resistance make our conduits the 

ideal protection system for cables.

8



SB, cot de cuplare mufat; gri deschis (RAL 7035), gri (RAL 
7037), negru (RAL 9005) sau alb (RAL 9010) pentru îmbinarea în 
unghi de 90º a tuburilor rigide din instalaţiile electrice

SB, normal bend, slip type; light grey (RAL 7035), 
grey (RAL 7037), black (RAL 9005) or white (RAL 9010), for the 
connection of rigid conduits in an angle of 90°

Material Temp.
PVC-U -5°C/+60°C *(-25°C/+60°C)

art dn ps pl ref
gri deschis
light grey

gri*
grey*

negru
black

alb
white

SB 16 16,0 50 600 020 622 020 615 008 884 009 226
SB 20 20,0 25 300 020 623 020 616 008 885 009 227
SB 25 25,0 20 160 020 624 020 617 008 886 009 228
SB 32 32,0 1 50 020 625 020 618 008 887 009 229
SB 40 40,0 1 35 020 626 020 619 008 889 009 230
SB 50 50,0 1 20 020 627 020 620 008 890 009 231
SB 63 63,0 1 8 065 499 020 621 - -

S, colier de fixare în 2 puncte; gri deschis (RAL 7035) sau 
gri (RAL 7037), pentru montarea cu șuruburi Ø 4mm

S, saddle, with two fixing holes; light grey (RAL 7035) or 
grey (RAL 7037), for mounting with screws Ø 4mm

Material Temp.
PVC-U -5°C/+60°C *(-25°C/+60°C)

art dn ps pl ref
gri deshis
light grey

gri*
grey*

S 16 16,0 100 3200 020 578 020 571
S 20 20,0 50 1600 020 579 020 572
S 25 25,0 100 1600 020 580 020 573
S 32 32,0 100 800 020 581 020 574
S 40 40,0 50 400 020 582 020 575
S 50 50,0 50 400 020 583 020 576
S 63 63,0 25 200 020 584 020 577

SBS, colier de fixare cu distanţier; negru (RAL 9005) sau 
alb (RAL 9010)

SBS, spacer bar saddle; black (RAL 9005) or 
white (RAL 9010)

Material Temp.
PVC-U -5°C/+60°C

art dn ps pl ref
negru
black

alb
white

SBS 16 16,0 100 2400 008 899 009 247
SBS 20 20,0 50 1200 008 900 009 248
SBS 25 25,0 50 1200 008 901 009 249
SBS 32 32,0 50 600 008 902 009 250
SBS 40 40,0 25 300 008 903 009 251
SBS 50 50,0 25 200 008 904 009 252

Tuburi din PVC şi accesorii pentru instalaţii electrice 
PVC Conduits and Accessories
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