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Socket outlets • Signal reception socket outlets Signal reception socket • Signalling

Phone socket outlets

09320
RJ11, 
6-position 
4-contact (6/4).  
Depth: 
33,6 mm

09320.CM
RJ11, 
6-position 
4-contact (6/4).  
Depth: 
33,6 mm

09324
Israeli stan-
dard, screw 
terminals.  
Depth: 
33,4 mm

09324.CM
Israeli stan-
dard, screw 
terminals.  
Depth: 
33,4 mm

USB supply unit

09292
5 V 1,5 A, 
1 USB-A,
120-240 V~
50/60 Hz.  
Depth: 37 mm

09292.C
5 V 1,5 A, 
1 USB-C,
120-240 V~
50/60 Hz.  
Depth: 37 mm

09292.CM
5 V 1,5 A, 
1 USB-A,
120-240 V~
50/60 Hz.  
Depth: 37 mm

09292.C.CM
5 V 1,5 A, 
1 USB-C,
120-240 V~
50/60 Hz.  
Depth: 37 mm

Special socket outlets

09330
2P 6 A 24 V 
(SELV), for 
01620 plug.  
Depth: 25 mm

09330.CM
2P 6 A 24 V 
(SELV), for 
01620 plug.  
Depth: 25 mm

Special socket outletsCoaxial TV-RD-SAT 5-2400 MHz socket outlets (output Ø 9,5 mm male and F-type female)

09300.01
Male, single 
connection 
1 dB. 
Depth: 
26,1 mm

09300.01.CM
Male, single 
connection 
1 dB. 
Depth: 
26,1 mm

09300.10
Male, 
through-line 
10 dB. 
Depth: 
26,1 mm

09300.10.CM
Male, 
through-line 
10 dB. 
Depth: 
26,1 mm

09302.01
Demix, male and 
F-type, single 
connection 1 dB 
- 2 modules. 
Depth: 22,1 mm

09302.01.CM
Demix, male and 
F-type, single 
connection 1 dB 
- 2 modules. 
Depth: 22,1 mm

09303
Single connection  
1 dB - 2 modules.  
Depth: 22 mm

09303.CM
Single connection  
1 dB - 2 modules.  
Depth: 22 mm

Coaxial TV-FM-SAT 5-2400 MHz socket outlets (3 outputs: Ø 9,5 mm male and female + F-type)

09318
With F-type female 
connector.  
Depth: 9 mm

09318.CM
With F-type female 
connector.  
Depth: 9 mm

Coaxial TV 40-862 MHz socket outlets (1 output: Ø 9,5 mm female) and F-type socket outlets

*09313
Single connection.  
Depth: 29 mm

*09313.CM
Single connection.  
Depth: 29 mm

01644
Male,  
axial cable entry 

01645
Female, 
axial cable entry

01634
Male, 
90°-cable entry 

01635
Female, 
90°-cable entry 

01654
Male, F-type, 
for RG59 
cable 

Terminal resistors and coaxial TV-RD-SAT 2400 MHz connectors

16330
Z 75 Ω, for  
frequencies up  
to 2400 MHz

 RJ45 data ports

09338.9
Netsafe, 
Cat. 5e, 
UTP.  
Depth: 
26 mm

09338.9.CM
Netsafe, 
Cat. 5e, 
UTP.  
Depth: 
26 mm

09339.6
Netsafe, 
Cat. 6, 
UTP 110.  
Depth: 
34,2 mm

09339.6.CM
Netsafe, 
Cat. 6, 
UTP 110.  
Depth: 
34,2 mm

09339.14
Netsafe,
Cat. 6,
FTP.  
Depth: 
39,7 mm

09339.14.CM
Netsafe,
Cat. 6,
FTP.  
Depth: 
39,7 mm

09339.16
Netsafe,
Cat. 6A,
FTP.  
Depth: 
39,7 mm

09339.16.CM
Netsafe,
Cat. 6A,
FTP.  
Depth: 
39,7 mm

09338.C
Adaptor, RJ45 
Cat. 5/6 AMP, 
Lucent T. 
Depth: 9 mm

09338.C.CM
Adaptor, RJ45 
Cat. 5/6 AMP, 
Lucent T. 
Depth: 9 mm

Electromechanical bells

09373
230 V~  
50/60 Hz.  
Depth: 32,5 mm

09373.CM
230 V~  
50/60 Hz.  
Depth: 32,5 mm

Buzzers

09377
120 V~  
50/60 Hz.  
Depth:  
31,2 mm

09377.CM
120 V~  
50/60 Hz.  
Depth:  
31,2 mm

09378
230 V~  
50/60 Hz.  
Depth:  
31,2 mm

09378.CM
230 V~  
50/60 Hz.  
Depth:  
31,2 mm

TORCIA, electronic hand-lamps (with automatic emergency device)

09395
With high-efficiency LED, 
230 V~ 50/60 Hz - 2 modules. 
Depth: 41,3 mm

09395.CM
With high-efficiency LED, 
230 V~ 50/60 Hz - 2 modules.
Depth: 41,3 mm

00910
Ni-MH 4,8 V 80 mAh battery, 
spare part for TORCIA


