
162 Further information at Bals.com . Voltages and frequencies not listed here available on request.

 �� For plugs and sockets: polarity switchover circuits/ star-delta circuit
 �� Protection degree IP44

7-POLE 
PLUGS AND SOCKETS

Fig.: Type 11481

Surface Mounting Socket Outlet TE
•  Screw terminals
•  High-temperature-resistant contact carrier
•  Nickel plated contacts
•  Cable entry 1x at top (open),  

2x at bottom (closed)
•  Base rotatable by 180°
•  4 mounting holes in enclosure base
•  Protection degree IP44

Dimension drawing: see page 28/3 (1 MB 2 
under 5-pole)
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Fig.: Type 13329

Panel Mounting Socket Outlet TE
•  Screw terminals
•  High-temperature-resistant contact carrier
•  Nickel plated contacts
•  Flange 75 x 75 mm
•  Protection degree IP44

Dimension drawing: see page 244/3 (4 MB 4 
under 5-pole)
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Fig.: Type 12393

Panel Mounting Socket Outlet TE
•  Screw terminals
•  20° angled
•  High-temperature-resistant contact carrier
•  Nickel plated contacts
•  Flange 100 x 92 mm
•  Protection degree IP44
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Fig.: Type 210067

Plug with TE Multi-Grip
•  Screw terminals
•  High-temperature-resistant contact carrier
•  Nickel plated contacts
•  Special gland, simultanous cable gland  
 and seal
•  Protection degree IP44

Dimension drawing: see page 78/2 (2 MB 93 
under 5-pole)
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Fig.: Type 24196

Surface Mounting Appliance Inlet  TE
•  Screw terminals
•  High-temperature-resistant contact carrier
•  Nickel plated contacts
•  Protection degree IP44

Dimension drawing: see page 82/1 (5 MB 45 
under 5-pole)
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Fig.: Type 310123

Connector TE with Multi-Grip
•  Screw terminals
•  High-temperature-resistant contact carrier
•  Nickel plated contacts
•  Special gland, simultanous cable gland  

and seal
•  Protection degree IP44

Dimension drawing: see page 99/2 (3 MB 62  
under 5-pole)
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