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DESCRIPTION

1. short-circuiting links
2. working pole
3. earth terminal
4. short-circuiting cable
5. earthing cable
6. cable connection point
7. case

Universal earthing device UU00-3

Universal earthing device UU00-3 is a portable device for temporary short-circuiting and earthing three phase 
AC low voltage circuit. Universal earthing device UU00-3 is designed for earthing of solidly earthed neutral three 
phase systems or indirectly earthed neutral three phase systems. It is designed for mounting in place of fuse-links 
or for fixing to termination points with M10 thread.
Universal earthing device is designed for use with PBD fuse bases of all sizes (00 - 3).
Article No. : 1115281041T.

Pressed nuts

Available in sizes: M8, M10, M12
Article No. :
 • M8 (for hole with diameter 10 H11) 0653518082T
 • M10 (for hole with diameter 12,5 H11) 0653518084T
 • M12 (for hole with diameter 14,5 H11) 0653518083T
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Universal replacement handle for WTNH fuse links

Sizes 00, 1, 2, 3 according to DIN 43.620 part 1
Replacement handle is designed for replacement and handling of NH fuse-links.
Fireproof insulating sleeve attached to replacement handle allows safe fuse link replacement and handling
under live or load conditions.

Article Article No. Pcs.

Replacement handle for WTNH 00, 1, 2, 3 fuse links 1115282186T 10

Replacement handle with sleeve 1115282187T 10

Replacement handle with sleeve for
WTNH fuse links

Replacement
handle

        Solid link

Article Article No. Pcs.

Solid link size ZN 00 - 160A 1115282188T 3

Solid link size ZN 1 - 250A 1115282189T 3

Solid link size ZN 2 - 400A 1115282190T 3

Solid link size ZN 3 - 630A 1115282191T 3

Solid links

Dimensions according to PN/EN 60269/DIN 43 620. Standard version - silver plated copper.
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