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12 W12 W 3838°° 1000 Lm1000 Lm 3000 K3000 K 248165

248189

4000 K4000 K 267937

267920

30 W30 W 3838°° 3150 Lm3150 Lm 3000 K3000 K 248172

248196

4000 K4000 K 267951

267944

1-10V / Push1-10V / Push 30 W30 W 750 mA750 mA 167 x 41 x 32 mm167 x 41 x 32 mm 248370

DALI/PushDALI/Push 36 W36 W 700 mA700 mA 167 x 39 x 30 mm167 x 39 x 30 mm 248592

1-10V1-10V 15 W15 W 300 mA300 mA 167 x 41 x 31 mm167 x 41 x 31 mm 243993

DALIDALI 12 W12 W 300 mA300 mA 135 x 30 x 20 mm135 x 30 x 20 mm 243986

90 mm

140 mm

90°

90°

360°

360°

0,550 Kg/0,0016 m³

1,160 Kg/0,0039 m³

Nova 12WNova 12W 1515°° 244013

Nova 30WNova 30W 1515°° 248608

€€

5858

5858

5858

5858

€€

9797

9797

9797

9797

€€

6060

8585

€€

2626

3333

€€

33

77

Driver ON/OFF included - UGR <19

Driver ON/OFF included - UGR <22

PowerPower BeamBeam FluxFlux CCTCCT FinishFinish CodeCode

WhiteWhite

BlackBlack

WhiteWhite

BlackBlack

PowerPower BeamBeam FluxFlux CCTCCT FinishFinish CodeCode

WhiteWhite

BlackBlack

WhiteWhite

BlackBlack

Source

Power

Driver included

Drivers available

CCT

CRI

LED life

Insulation class

IP

Material

Warranty

LED COB

12W / 30W

On/Off

1-10V / DALI / Push

3000 K / 4000 K

≥90

30.000 h

II

20

Aluminum

5 years

Not included/Optional

Not included/Optional

PowerPower OutputOutput MeasureMeasure CodeCode

PowerPower OutputOutput MeasureMeasure CodeCode

The dimmable power supplies must 
be ordered in concomitance with the 
product and will be included inside the 
fittings by replacing the on-off power 
supply. 

ModelModel IncludedIncluded RequiredRequired BeamBeam CodeCode

NoNo NoNo

NoNo NoNo

630 631

R
E
C
E
S
S
E
D
 
L
I
G
H
T
S

Nova new

CRI≥90 30W 38° 3150Lm 3000KCRI≥90 12W 38° 1000Lm 3000K

LED COB PHILIPS

LED COB PHILIPS

DIMMABLE DRIVER*

DIMMABLE DRIVER*

*

LENS
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