
Source

Power

Driver included

Drivers available

Track

MacAdam

CCT

CRI

LED life

Insulation class

IP

Material

Warranty

LED COB

8W / 15W / 25W

On/Off

No

Three-phase 

(standar Eutrac)

SDCM2

3000 K / 4000 K

≥80

30.000 h

I

20

Aluminum

5 years

Cylindrical aluminum projector suitable for 
installation on three-phase track. White or 
black powder coating, 275 ° rotating head 
and 90 ° adjustable, the power driver is 
included and is located in the cylindrical 
body of the projector itself; light source 
with integrated LED COB technology, 
available with a color temperature of 
3000K or 4000K and with color rendering 
index up to ≥ 80; starting binning ≤ 2-Step 
MacAdam; asymmetric optics with medium 
aperture beam. Assembly and disassembly 
without tools. IP 20 protection; insulation 
class I; LED useful life  30.000 h L70B50. 
Perfect for lighting the small and medium 
size environments that require wide 
flexibility for arrangement, where great 
flexibility and color rendering is required, 
such as COMMERCIAL and RETAIL 
spaces, and an optimal performance-price 
ratio.
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326

0,61

1,22
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8 W8 W 4141°° 950 Lm950 Lm 3000 K3000 K 250410

250403

1050 Lm1050 Lm 4000 K4000 K 271453

271446

15 W15 W 4141°° 1500 Lm1500 Lm 3000 K3000 K 250434

250427

1600 Lm1600 Lm 4000 K4000 K 267784

267777

25 W25 W 3535°° 2500 Lm2500 Lm 3000 K3000 K 250458

250441

2700 Lm2700 Lm 4000 K4000 K 267807

267791

90°

90°

90°

350°

350°

350°

0,300 Kg/0,0013 m³

0,380 Kg/0,0019 m³

0,540 Kg/0,0025 m³
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4545

4545

4545

4545
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Driver ON/OFF includedDriver ON/OFF included

Driver ON/OFF includedDriver ON/OFF included

Driver ON/OFF includedDriver ON/OFF included

PowerPower BeamBeam FluxFlux CCTCCT FinishFinish CodeCode

WhiteWhite

BlackBlack

WhiteWhite

BlackBlack

PowerPower BeamBeam FluxFlux CCTCCT FinishFinish CodeCode

WhiteWhite

BlackBlack

WhiteWhite

BlackBlack

PowerPower BeamBeam FluxFlux CCTCCT FinishFinish CodeCode

WhiteWhite

BlackBlack

WhiteWhite

BlackBlack

IncludedIncluded RequiredRequired DriverDriver FinishFinish CodeCode

NoNo NoNo WhiteWhite

BlackBlack
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CRI≥80 8W 41° 950Lm 3000K CRI≥80 15W 41° 1500Lm 3000K CRI≥80 25W 35° 2500Lm 3000K

LED COB BRIDGELUX

LED COB BRIDGELUX

LED COB BRIDGELUX

SINGLE CONNECTION
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PowerPower BeamBeam FluxFlux CCTCCT FinishFinish CodeCode

WhiteWhite

BlackBlack
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CRI≥80 8W 41° 950Lm 3000K CRI≥80 15W 41° 1500Lm 3000K CRI≥80 25W 35° 2500Lm 3000K

LED COB BRIDGELUX

LED COB BRIDGELUX

LED COB BRIDGELUX

SINGLE CONNECTION


