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Overvoltage Protection Devices

5SD7 combination surge arresters, type 1/ type 2

. Selection and ordering data

Version Mounting SD  Article No. Price PU 2 PG
width www.siemens.com/ per PU  (UNIT,
product?Article No. SET, M)
MW d
Combination surge arresters
1-pole -0 5SD7411-2 1 1unit 1BK

With remote signaling

2-pole
For TN-S and TT systems
* Without remote signaling 2 5SD7412-2 1 tunit  1BK

3-pole

For TN-C systems

* Without remote signaling 3 5SD7413-2 1 tunit  1BK
* With remote signaling 3 5SD7413-3 1 1unit 1BK

4-pole

For TN-S and TT systems

* Without remote signaling 4 5SD7414-2 1 tunit  1BK
* With remote signaling 4 5SD7414-3 1 1unit 1BK

3-pole, plug-in

For protecting the DC part of photovoltaic systems
up to 1000 V DC acc. to EN 50539-11

EL‘J- * Without remote signaling 3 5SD7483-6 1 1unit  1BK
LY *
Replacement plugs
N-PE: 5SD7418-2 1 tunit  1BK

® 58D7412-2, 58D7412-3
® 58D7414-2, 58D7414-3

L-N/ L-PEN: 5SD7418-3 1 1funit  1BK
e 55D7412-2, 5SD7412-3

= ® 58D7413-2, 55D7413-3

= o 55D7414-2, 55D7414-3

L-PE (PV): 5SD7498-3 1 tunit  1BK
® 58D7483-6, 5SD7483-7

L

) No modular installation device.
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