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All Fittings Can Be 
Magnetically 

Installed Ensuring 
Tool-Free 

Mounting And
Repositioning

CodePhoto Material Watt Volt LED Chip Dimension(cm) Adj. ClassDim.KelvinLumen CRI UGR

8254412

8252005

8254414

8252004

15W DC24V

15W DC24V

Philips

Philips

L:27.4 W:3.4 H:11.6

L:26.9 W:3.5 H:5.1

954Lm

1080Lm

>90 <18

>90 <18

120O

35O

4000K

4000K

Sandy Black Aluminium

Sandy Black Aluminium

8254418

8252025

15W DC24V

15W DC24V

Philips

Philips

L:27.4 W:3.4 H:11.6

L:26.9 W:3.5 H:5.1

>90 <18

>90 <18

860Lm

900Lm

120O

35O

3000K

3000K

Sandy Black Aluminium

Sandy Black Aluminium

8254415

8252006

22W DC24V

15W DC24V

Philips

Philips

L:40.7 W:3.4 H:11.6

L:27.4 W:3.4 H:11.6

>90 <18

>90 <18

1400Lm

1428Lm

120O

35O

4000K

4000K

Sandy Black Aluminium

Sandy Black Aluminium

8254419

8252027

22W DC24V

15W DC24V

Philips

Philips

L:40.7 W:3.4 H:11.6

L:27.4 W:3.4 H:11.6

>90 <18

>90 <18

1230Lm

1220Lm

120O

35O

3000K

3000K

Sandy Black Aluminium

Sandy Black Aluminium

15W DC24V

22W DC24V

Philips

Philips

L:26.9 W:3.5 H:5.1

L:40.2 W:3.5 H:5.1

>90 <18

>90 <18

580Lm

1746Lm

120O

35O

4000K

4000K

Sandy Black Aluminium

Sandy Black Aluminium

8254416

8252026

15W DC24V

22W DC24V

Philips

Philips

L:26.9 W:3.5 H:5.1

L:40.2 W:3.5 H:5.1

>90 <18

>90 <18

528Lm

1480Lm

120O

35O

3000K

3000K

Sandy Black Aluminium

Sandy Black Aluminium

8254413

8252007

22W DC24V

22W DC24V

Philips

Philips

L:40.2 W:3.5 H:5.1

L:40.7 W:3.4 H:11.6

>90 <18

>90 <18

943Lm

2100Lm

120O

35O

4000K

4000K

Sandy Black Aluminium

Sandy Black Aluminium

8254417

8252028

22W DC24V

22W DC24V

Philips

Philips

L:40.2 W:3.5 H:5.1

L:40.7 W:3.4 H:11.6

>90 <18

>90 <18

850Lm

1880Lm

120O

35O

3000K

3000K

Sandy Black Aluminium

Sandy Black Aluminium

Beam 
Angle Protection

Driver 
Included

IP20

IP20

IP20

IP20

IP20

IP20

IP20

IP20

IP20

IP20

IP20

IP20

IP20

IP20

IP20

IP20

III

III

III

III

III

III

III

III

III

III

III

III

III

III

III

III
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CodePhoto Material Watt Volt LED Chip Dimension(cm) Adj. ClassDim.KelvinLumen CRI UGR
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