
REDO   9418501

Sandy White Aluminium 
LED GU10 1x10 Watt IP20 
220-240 Volt Bulb Excluded 
D: 9.8 H: 2.5 cm 
Cut Out: 6.5 cm   

REDO   9350442

Sandy White Aluminium 
LED GU10 1x10 Watt IP20 
220-240 Volt Bulb Excluded 
D: 9.2 H: 2.5 cm 
Cut Out: 7.6 cm   

REDO   9418502

Sandy Black Aluminium 
LED GU10 1x10 Watt IP20 
220-240 Volt Bulb Excluded 
D: 9.8 H: 2.5 cm 
Cut Out: 6.5 cm 

REDO   9350441

Sandy Black Aluminium 
LED GU10 1x10 Watt IP20 
220-240 Volt Bulb Excluded 
D: 9.2 H: 2.5 cm 
Cut Out: 7.6 cm 
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Sandy White Aluminium
LED GU10 1x10 Watt IP20 
220-240 Volt Bulb Excluded
D: 9 H: 4.5 cm 
Cut Out: 8.2 cm

CADMO  9701001 CADMO  9701002

Sandy Black Aluminium
LED GU10 1x10 Watt IP20 
220-240 Volt Bulb Excluded
D: 9 H: 4.5 cm 
Cut Out: 8.2 cm9 9
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HONEYCOMB  9712101

Black Plastic 
Honeycomb
D: 5 cm

CADMO  9707701
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LED 12 Watt 3000K
Philips COB 250mA
1140 Lm 3000K
CRI 90 Beam Angle 36O

D: 5.2 H: 5.4 cm

DRIVER  9712102

Driver 12 Watt Philips
Input: 220-240V AC 50/60Hz 
Output: 32-40 VDC 
0.3A Not Dimmable 205



REDO   9418501

Sandy White Aluminium 
LED GU10 1x10 Watt IP20 
220-240 Volt Bulb Excluded 
D: 9.8 H: 2.5 cm 
Cut Out: 6.5 cm   

REDO   9350442

Sandy White Aluminium 
LED GU10 1x10 Watt IP20 
220-240 Volt Bulb Excluded 
D: 9.2 H: 2.5 cm 
Cut Out: 7.6 cm   

REDO   9418502

Sandy Black Aluminium 
LED GU10 1x10 Watt IP20 
220-240 Volt Bulb Excluded 
D: 9.8 H: 2.5 cm 
Cut Out: 6.5 cm 

REDO   9350441

Sandy Black Aluminium 
LED GU10 1x10 Watt IP20 
220-240 Volt Bulb Excluded 
D: 9.2 H: 2.5 cm 
Cut Out: 7.6 cm 

9.8

2
.5

9.8

2
.5

9.2

2
.5

9.2

2
.5

Sandy White Aluminium
LED GU10 1x10 Watt IP20 
220-240 Volt Bulb Excluded
D: 9 H: 4.5 cm 
Cut Out: 8.2 cm

CADMO  9701001 CADMO  9701002

Sandy Black Aluminium
LED GU10 1x10 Watt IP20 
220-240 Volt Bulb Excluded
D: 9 H: 4.5 cm 
Cut Out: 8.2 cm9 9

4
.5

4
.5

HONEYCOMB  9712101

Black Plastic 
Honeycomb
D: 5 cm

CADMO  9707701

5
.4

5.2

LED 12 Watt 3000K
Philips COB 250mA
1140 Lm 3000K
CRI 90 Beam Angle 36O

D: 5.2 H: 5.4 cm

DRIVER  9712102

Driver 12 Watt Philips
Input: 220-240V AC 50/60Hz 
Output: 32-40 VDC 
0.3A Not Dimmable 205


