Braytron LED Bulkhead

Features Applications
e Fasy & quick installation * General outdoor lighting
 Energy efficient and long lasting o Car park areas
¢ Homogeneous illuminance o Industrial halls
o Flicker-free * Warehouses
* Smart product for tool-free installation ¢ Cold storage rooms
¢ Made of high grade Policarbonat material o Elevator shafts

e Built-in driver

 |[KO8 Mechanical external impact
o |P54 waterproof and dustproof

o Suitable for wall and ceiling use

P
LED 5 (1
HOURS WARRANTY
MODEL NO TYPE BODY COLOR ccT WATT LUMEN VOLTAGE CRI P.F. ANGLE MATERIAL PCS/CTN
BC17-01100 Bulkhead-B-RND White 3000K 12w 900Lm 220V-240VAC >80 >0.55 120° Plastic 20
BC17-01110 Bulkhead-B-RND White 4000K 2w 900Lm 220V-240VAC >80 >0.55 120° Plastic 20
BC17-01130 Bulkhead-B-RND White 6500K 12w 900Lm 220V-240VAC >80 >0.55 120° Plastic 20
BC17-01200 Bulkhead-B-RND White 3000K 18w 1350Lm 220V-240VAC >80 >0.55 120° Plastic 20
BC17-01210 Bulkhead-B-RND White 4000K 18w 1350Lm 220V-240VAC >80 >0.55 120° Plastic 20
BC17-01230 Bulkhead-B-RND White 6500K 18W 1350Lm 220V-240VAC >80 >0.55 120° Plastic 20
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*Technical information indicated above may have tolerance +%10.For final updated information please visit website www.braytron.com
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www.braytron.com




