
configurator of switches and sockets

The Modul Manager allows you to perform a complete and quick inventory of switches from the building 
site itself or from the comfort of your own home. We have prepared a unique ordering method, which is 
both practical and quick. You can select the colours of the switches, as well as the shape of the frames, 
meaning you can tailor them to your space or the client’s demands. Why not try us out? All you need is a 
smartphone, a tablet, or a computer and http://modulmanager.tem.si.

configurator de întrerupătoare și prize
Modul Manager vă permite să efectuați un inventar complet și rapid al necesarului de prize și 
întrerupătoare din casa dumneavoastră sau chiar din șantier. Am elaborat o metodă unică de comandă, 
practică și rapidă în același timp. Puteți selecta culorile întrerupătoarelor, precum și forma ramelor, și 
astfel le puteți adapta la spațiul propriu sau la solicitările clienților. Încercați-ne! Aveți nevoie doar de un 
smartphone, o tabletă, sau un calculator și http://modulmanager.tem.si.
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R O U N D   B O X E S

ROUND BOX BRICK MD65-46
- Ø65, depth 46mm
- 650°C, 500V~
- in accordance with IEC 60670-1
- halogen free

BOX COVER DECORATIVE SM60
- decorative cover for boxes Ø60
- in accordance with IEC 60670-1
- halogen free

ROUND BOX BRICK DEEP MD65-60
- Ø65/60, depth 62mm
- 650°C, 500V~
- in accordance with IEC 60670-1
- halogen free

BOX COVER PROTECTIVE 65
- protective cover for box Ø65 for DE12
- in accordance with IEC 60670-1
- box protection during plastering

ADDITIONAL PIECE FOR MD65-46
- Ø65/60, depth 17mm
- 650°C, 500V~
- in accordance with IEC 60670-1
- halogen free

BOX COVER PROTECTIVE 60
- protective cover for box Ø60 for DE10, DE11, DE13, DE14
- in accordance with IEC 60670-1
- box protection during plastering

COMBI-CLIP MD65-71
- for fitting of boxes MD65 on distance 71mm
- in accordance with IEC 60670-1
- halogen free

COMBI-CLIP MD65-91
- for fitting of boxes MD65 on distance 91mm
- in accordance with IEC 60670-1
- halogen free
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DOZĂ ROTUNDĂ PENTRU PEREȚI DIN CĂRĂMIDĂ MD65-46
- Ø65, adâncime 46mm
- 650°C, 500V~
- în conformitate cu IEC 60670-1
- fără halogeni

CAPAC DECORATIV DOZE SM60
- capac decorativ pentru doze Ø60
- în conformitate cu IEC 60670-1
- fără halogeni

DOZĂ ROTUNDĂ ADÂNCĂ PENTRU PEREȚI DIN CĂRĂMIDĂ MD65-60
- Ø65/60, adâncime 62mm
- 650°C, 500V~
- în conformitate cu IEC 60670-1
- fără halogeni

CAPAC PROTECȚIE DOZĂ 65
- capac de protecție pentru doze Ø65 pentru DE12
- în conformitate cu IEC 60670-1
- protecția dozelor în timpul tencuirii

PIESĂ SUPLIMENTARĂ PENTRU MD65-46
- Ø65/60, adâncime 17mm
- 650°C, 500V~
- în conformitate cu IEC 60670-1
- fără halogeni

CAPAC PROTECȚIE DOZĂ 60
- capac de protecție pentru doze Ø60 pentru DE10, DE11, DE13, DE14
- în conformitate cu IEC 60670-1
- protecția dozelor în timpul tencuirii

SISTEM DE PRINDERE COMBI-CLIP MD65-71
- pentru montarea dozelor MD65 pe o distanță de 71 mm
- în conformitate cu IEC 60670-1
- fără halogeni

SISTEM DE PRINDERE COMBI-CLIP MD65-91
- pentru montarea dozelor MD65 pe o distanță de 91mm
- în conformitate cu IEC 60670-1
- fără halogeni
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assembly instructions distance between boxes: 71mm distance between boxes: 91mm

* for PURE cover plates the minimum distance between
   boxes is 100mm

brick
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D O Z E  R O T U N D E

* pentru ramele decorative PURE, distanța minimă
   între doze este de 100mm

instrucțiuni de asamblare / distanța între doze / distanța între doze /

cărămidă /



NM20

2xNM20

2xNM20

NM24

DE10,11

DE12,13

2xDE10,11 + 2xDE31

2xDE12,13 + 1xDE32

2xDE12,13 + 1xDE322xDE10,11

3xNM203xDE12,13 + 2xDE323xDE10,11

3xNM203xDE10,11 + 3xDE31

3xDE12,13 + 2xDE32

71

4xDE10,11 + 4xDE31

4xDE12,13 + 3xDE32

4xNM204xDE12,13 + 3xDE324xDE10,11

2xNM24

3xNM24

4xNM20

4xNM24

3xNM24

2xNM24

4xNM24

NM10

DE10,11

DE12,13

NM23

DE10,11

DE12,13

5xDE10,11

5xDE12,13 + 4xDE32

5xNM20

5xNM24

R O U N D   B O X E S

brick
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cărămidă /
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