
configurator of switches and sockets

The Modul Manager allows you to perform a complete and quick inventory of switches from the building 
site itself or from the comfort of your own home. We have prepared a unique ordering method, which is 
both practical and quick. You can select the colours of the switches, as well as the shape of the frames, 
meaning you can tailor them to your space or the client’s demands. Why not try us out? All you need is a 
smartphone, a tablet, or a computer and http://modulmanager.tem.si.

configurator de întrerupătoare și prize
Modul Manager vă permite să efectuați un inventar complet și rapid al necesarului de prize și 
întrerupătoare din casa dumneavoastră sau chiar din șantier. Am elaborat o metodă unică de comandă, 
practică și rapidă în același timp. Puteți selecta culorile întrerupătoarelor, precum și forma ramelor, și 
astfel le puteți adapta la spațiul propriu sau la solicitările clienților. Încercați-ne! Aveți nevoie doar de un 
smartphone, o tabletă, sau un calculator și http://modulmanager.tem.si.
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HEATING THERMOSTAT 5(2)A 230V~ 2M
- operation mode: heating 
- power supply: 230 VAC, 50 Hz 
- voltage pulse: 4 kV 
- energy consumption: < 0.5 W 
- output: 2 A (max. 5 A); 230 VAC, 50 Hz
- switching output: NO (max. 10 actuators)
- regulation range: +5°C to +30°C 
- frost protection: +5°C 
- hysteresis: 0.5 K 
- protection: IP30 
- sensor type: Bimetal 
- type of electrical connection: Spring-loaded contacts 
- type of conductors: 0.75 – 1.5 mm² (flexible-stranded core); 
  1.0 – 2.5 mm² (solid core)
- in compliance with Directive DIN EN 60730

HEATING/COOLING THERMOSTAT 3(1.5)A 230V~ 2M
- operation mode: cooling/heating
- power supply: 230 VAC, 50 Hz 
- voltage pulse: 4 kV 
- energy consumption: < 0.5 W 
- output: 1 A (max. 3 A); 230 VAC, 50 Hz 
- switching output: mode selector switch (max. 5 actuators) 
- regulation range: +5°C to +30°C 
- frost protection: +5°C 
- hysteresis: 0.5 K 
- protection: IP30 
- sensor type: Bimetal 
- type of electrical connection: Spring-loaded contacts 
- type of conductors: 0.75 - 1.5mm² (flexible-stranded core); 
  1.0 - 2.5 mm² (solid core) 
- in compliance with the Directive DIN EN 60730

E L E C T R O N I C S  E M

TERMOSTAT DE ÎNCĂLZIRE 5(2)A 230V~ 2M
- Mod de operare: încălzire
- Alimentare: 230 VAC, 50 Hz 
- Impuls de tensiune: 4 kV 
- Consum de energie: <0,5 W 
- Ieșire: 2 A (max. 5 A); 230 VAC, 50 Hz 
- Conector de ieșire: NO (max. 10 actuatori)
- Interval de reglare: între +5 °C și +30 °C 
- Protecție împotriva înghețului: + 5 ° C 
- Histereză: 0,5 K 
- Protecție: IP30 
- Tipul de senzor: Bimetal 
- Tip conexiune electrică: Contacte tip arc 
- Tip de conductoare: 
  0,75 - 1,5mm² (flexibile); 1,0 - 2,5 mm² (rigide) 
- În conformitate cu directiva DIN EN 60730

TERMOSTAT DE ÎNCĂLZIRE/RĂCIRE 3(1,5)A 230V~ 2M
- Mod de operare: încălzire/răcire
- Alimentare: 230 VAC, 50 Hz 
- Impuls de tensiune: 4 kV 
- Consum de energie: <0,5 W 
- Ieșire: 1.5 A (max. 3 A); 230 VAC, 50 Hz 
- Conector de ieșire: întrerupător (max. 5 actuatori) 
- Interval de reglare: între +5 °C și +30 °C 
- Protecție împotriva înghețului: + 5 ° C 
- Histereză: 0,5 K 
- Protecție: IP30 
- Tipul de senzor: Bimetal 
- Tip conexiune electrică: Contacte tip arc 
- Tip de conductoare: 
  0,75 - 1,5mm² (flexibile); 1,0 - 2,5 mm² (rigide) 
- În conformitate cu directiva DIN EN 60730
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