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BUZZER 8VA 12V~1M
- signal buzzer
- the sound emission has the same lasting time as 
  the control operation
- supply voltage 12V~ 50Hz 8VA

BELL 8VA 230V~1M
- signal bell
- the sound emission has the same lasting time as
 the control operation
- supply voltage 230V~ 50Hz 8VA

BUZZER 8VA 230V~1M
- signal buzzer
- the sound emission has the same lasting time as
 the control operation
- supply voltage 230V~ 50Hz 8VA

BELL 8VA 12V~1M
- signal bell
- the sound emission has the same lasting time as 
  the control operation
- supply voltage 12V~ 50Hz 8VA

E L E C T R O N I C S  E M

SIRENĂ 8VA 230V~1M
- sirenă de semnalizare
- semnalul sonor este emis pe o durată de timp egală cu cea
  a operațiunii de comandă
- tensiune de alimentare 230V~ 50Hz 8VA

SONERIE 8VA 230V~1M
- sonerie de semnalizare
- semnalul sonor este emis pe o durată de timp egală cu cea
  a operațiunii de comandă
- tensiune de alimentare 230V~ 50Hz 8VA

SIRENĂ 8VA 230V~1M
- sirenă de semnalizare
- semnalul sonor este emis pe o durată de timp egală cu cea
a operațiunii de comandă
- tensiune de alimentare 230V~ 50Hz 8VA

SONERIE 8VA 12V~1M
- sonerie de semnalizare
- semnalul sonor este emis pe o durată de timp egală cu cea
  a operațiunii de comandă
- tensiune de alimentare 12V~ 50Hz 8VA
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