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Large scale for current setting

Dial cover lock device

Auxiliaries are just snapped on: 
easy, fast, without tools

Front mounted auxiliary
contact

Easy mounting onto DIN-rails

Handle Lock device(Off position)

Finger safe terminals

Three position operator handle: 
ON-OFF-TRIP
(Only 100AF is applied)

Identification labels

45 mm

Test trip device for checks of the
trip mechanism

Dial cover

LS Meta-MEC Manual Motor Starters deliver
more efficiency through various functions
and compact design

Handle Lock Dial cover Terminals
MMS-32 MMS-63 MMS-100 

Screw Lug Lug
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Common use from 32 to 100AF

A wide variety of accessories enables a    
flexible response to changes in specifications

Side
mounting 
auxiliary
switch 

(LX) (LX)

Front mounting 
auxiliary switch 

(FX)

Dial cover

Side mounting 
Shunt release

(RS)

Side mounting 
Undervoltage 
release

(RU)

Side mounting 
Undervoltage 
release with
Switch

(RUX)

Side
mounting 
auxiliary
switch 

(LX)

Side
mounting  
alarm 
switch
(Any time)

(LA)

Side mounting  
alarm switch
(Instantaneous)

(LAM)

Side 
mounting
alarm 
switch

(LX)

Direct  adaptor
(Mini-MC)

Direct adaptor
(Metasol/Susol-MC)

Metasol : MC-6a~100a
Susol-MC : 9~95Mini-MC (9~16A)
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Accessories (Electrical Auxiliaries)

Description

Auxiliary Switch

∙Front mounting
∙2-pole
∙One front mounting module

per circuit breaker

Auxiliary Switch

∙Side mounting on the left
∙2-pole
∙One side mounting module

per circuit breaker

Any Trip Alarm Switch

∙Operates in case of trip
∙Side mounting on the left
∙2-pole
∙Set LA first in case of using 

LX together
(MMS-63 can not accept 
LX and LA together)

∙For MMS-32 and MMS-63/100
products are separated.

Magnetic Trip Alarm Switch

∙Operates in case of short circuit
accidents that is over 20 times of the
rated current
∙Side mounting on the left
∙2-pole
∙Set LAM first in case of using 

LX together

Type

FX...

LX...

LA...

LAM...

Connection diagram

1NO1NC 2NO 2NC

1NO1NC 2NO 2NC

1NO1NC 2NC

1NO1NC 2NO 2NC




