
PLUGS AND PORTABLE SOCKET-OUTLETS

PLUGS

STRAIGHT PLUGS - ITALIAN STANDARD - 250V AC
Code No. 

of poles
Rated 
current (A)

Type Colour Pack
Carton

GW 28 003 2P+E 10 S11 White 25/250  
GW 28 004 2P+E 10 S11 Slate 25/250  
GW 28 005 2P+E 16 S17 White 25/150  
GW 28 006 2P+E 16 S17 Slate 25/150  

GW 28 005

90° PLUGS - ITALIAN STANDARD - 250V AC
Code No. 

of poles
Rated 
current (A)

Type Colour Pack
Carton

GW 28 007 2P+E 10 SPA11 White 25/150  
GW 28 008 2P+E 10 SPA11 Slate 25/150  
GW 28 009 2P+E 16 SPA17 White 25/250  
GW 28 010 2P+E 16 SPA17 Slate 25/250  

GW28009 - GW28010: check extractability for side socket-outlets.

GW 28 007

STRAIGHT PLUGS - GERMAN/FRENCH STANDARD - 250V AC

Code No. 
of poles

Rated 
current (A)

Colour Characteristics Pack
Carton

GW 28 011 2P+E 16 White Halogen free 25/175  
GW 28 013 2P+E 16 Black Halogen free 25/175  

Plug with double earthing contact (side for German standard, middle for French standard).

GW 28 011

526

Range of plugs, sockets, multiple adapters and trailing socket-outlets for the most common 
power take-off needs in the domestic environment.

Plugs, sockets and adaptors for domestic and similar uses

28 Spic



527

90° ANGLE PLUG - GERMAN/FRENCH STANDARD - 250V AC

Code No. 
of poles

Rated 
current (A)

Colour Characteristics Pack
Carton

GW 28 012 2P+E 16 White Halogen free 25/175  

Plug with double earthing contact (side for German standard, middle for French standard).

GW 28 012

PORTABLE SOCKET-OUTLETS

ITALIAN STANDARD PORTABLE SOCKET-OUTLETS - 250V AC
Code No. 

of poles
Rated 
current (A)

Type Colour Pack
Carton

GW 28 203 2P+E 10 P11 White 25/250  
GW 28 204 2P+E 10 P11 Slate 25/250  
GW 28 205 2P+E 16 Dual amperage P17-11 White 25/150  
GW 28 206 2P+E 16 Dual amperage P17-11 Slate 25/150  

CHARACTERISTICS: with safety shields.

GW 28 205
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