MTX

MTXE 320 - MCCB'S WITH ELECTRONIC RELEASE - S TYPE - 50 KA

GW D7 416

-# o g

ELECTRONIC RELEASE
Code Microprocessor Rated Type of Pack
functions current release Carton
No. of poles: 3P
GW D7 384 | 100A SEP/1 1
GW D7385 | 160 A SEP/1 1
GW D7 386 | 250A SEP/ 1
GW D7394 | 320A SEP/1 1
GW D7 381 LS/I 100A SEP/ 1
GW D7 382 LS/I 160 A SEP/1 1
GWD7383 LS/1 250A SEP/ 1
GWD7393 LS/I 320A SEP/1 1
GW D7 387 LSI 100 A SEP/2 1
GW D7388 LS| 160 A SEP/2 1
GW D7 389 LSI 250A SEP/2 1
GW D7395 LS| 320A SEP/2 1
GWD7390 LSIG 100A SEP/2 1
GWD7391 LSIG 160 A SEP/2 1
GWD7392 LSIG 250A SEP/2 1
GW D7396 LSIG 320A SEP/2 1
No. of poles: 4P
GW D7 404 | 100A SEP/1 1
GW D7 405 | 160 A SEP/1 1
GW D7 406 | 250A SEP/1 1
GWD7414 | 320A SEP/1 1
GW D7401 LS/I 100A SEP/1 1
GW D7 402 LS/I 160 A SEP/1 1
GW D7403 LS/l 250A SEP/ 1
GWD7413 LS/I 320A SEP/1 1
GW D7 407 LSI 100 A SEP/2 1
GW D7 408 LS| 160 A SEP/2 1
GW D7 409 LS| 250A SEP/2 1
GW D7 415 LS| 320A SEP/2 1
GWD7410 LSIG 100A SEP/2 1
GW D741 LSIG 160 A SEP/2 1
GWD7412 LSIG 250A SEP/2 1
GW D7 416 LSIG 320A SEP/2 1

ACCESSORIES SUPPLIED: supplied with front terminals (F).
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MCCB WITH ELECTRONIC RELEASES

MTXE 160
SEP/1ELECTRONIC RELEASES
L1-L2-L3 (Ith)* (A) 10 25 63 100 160
Neutral (Ith)* (A) 10 25 63 100 160
MTXE 160
L ® 4/10 10/25 252/63 40/100 64/160
g:;ct‘:ii;i’;ar:‘erfm power s (a) 10/100 25/250 63/630 100 /1000 160 / 1600
! ®) 10/100 25/250 63/630 100 /1000 160 /1600
The adjusted current value obtained should be considered rated at 40°C
Neutral 100% protected
*"Ith" indicates the calibration current of the relay to protect the phases and neutral
MTXE 320
SEP/1- SEP/2 ELECTRONIC RELEASES
L1-L2-L3 (Ith)* (A) 100 160 250 320
Neutral (Ith)* (A) 100 160 250 320
MTXE 320
L ® 40/100 64/160 100/ 250 128 /320
SEP/1 S0 () 100 /1000 160 / 1600 250/ 2500 320/3200
1o ®) 100 /1000 160 / 1600 250 / 2500 320/ 3200
g:;ct‘:ii;lf’t'izankerfm power L ® 40/100 64/160 100/ 250 128 /320
enr2 so | (a) 60 /1000 96 /1600 150 / 2500 192 /3200
1o ®) 150 /1200 240 /1920 375 /3000 480 / 3840
G ® 20/100 32/160 50/ 250 64/320

() MTXE 320 In=320A; MTXE 630 In=630A; MTXE 1000 In=1000A = MAX adjustment 9.5 X In

The adjusted current value obtained should be considered rated at 40°C

Neutral 50% or 100% protected

*"Ith" indicates the calibration current of the relay to protect the phases and neutral
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