
PIR6WB-1PS-...
interface relays with spring terminals

Table of codes Table	1

Interface relay code
Rated 
input 

voltage
Un ❼

	Socket	code Operational	relay	 
code

Power  
of input circuit

Rated 
voltage of 

operational 
relay 
Us ❼

The	data	in	bold	type	relate	to	the	standard	versions	of	the	relays.					❸ Version	with	gold-plated	contacts.					❹ Version	for	long	control	lines	(max.	300	m),	with	anti-
-interference	filter.					❻	For	versions	230VAC/DC	and	230VAC/DC-10:	the	distance	at	least	5	mm	between	the	relays	mounted	side	by	side.					❼ It	shall	be	remarked	
that	rated	input	voltage	of	the	operational	relay	Us	not	always	complies	with	the	rated	input	voltage	Un	(which	is	important	on	ordering	operational	relays	for	sockets).

PIR6WB-1PS-6VDC-R
PIR6WB-1PS-12VDC-R
PIR6WB-1PS-24VDC-R
PIR6WB-1PS-36VDC-R
PIR6WB-1PS-48VDC-R
PIR6WB-1PS-60VDC-R
PIR6WB-1PS-24VAC/DC-R
PIR6WB-1PS-42VAC/DC-R
PIR6WB-1PS-115VAC/DC-R
PIR6WB-1PS-230VAC/DC-R ❻
PIR6WB-1PS-230VAC-R
PIR6WB-1P-230VAC/DC-10 ❹ ❻
PIR6WB-1P-230VAC-10 ❹
PIR6WB-1PS-6VDC-R01	❸
PIR6WB-1PS-12VDC-R01	❸
PIR6WB-1PS-24VDC-R01 ❸
PIR6WB-1PS-36VDC-R01	❸
PIR6WB-1PS-48VDC-R01	❸
PIR6WB-1PS-60VDC-R01	❸
PIR6WB-1PS-24VAC/DC-R01 ❸
PIR6WB-1PS-42VAC/DC-R01	❸
PIR6WB-1PS-115VAC/DC-R01	❸
PIR6WB-1PS-230VAC/DC-R01 ❸ ❻
PIR6WB-1PS-230VAC-R01 ❸
PIR6WB-1PS-6VDC-T
PIR6WB-1PS-12VDC-T
PIR6WB-1PS-24VDC-T
PIR6WB-1PS-36VDC-T
PIR6WB-1PS-48VDC-T
PIR6WB-1PS-60VDC-T
PIR6WB-1PS-24VAC/DC-T
PIR6WB-1PS-42VAC/DC-T
PIR6WB-1PS-115VAC/DC-T
PIR6WB-1PS-6VDC-C
PIR6WB-1PS-12VDC-C
PIR6WB-1PS-24VDC-C
PIR6WB-1PS-36VDC-C
PIR6WB-1PS-48VDC-C
PIR6WB-1PS-60VDC-C
PIR6WB-1PS-24VAC/DC-C
PIR6WB-1PS-42VAC/DC-C
PIR6WB-1PS-115VAC/DC-C
PIR6WB-1PS-230VAC/DC-C ❻
PIR6WB-1PS-230VAC-C
PIR6WB-1PS-6VDC-O
PIR6WB-1PS-12VDC-O
PIR6WB-1PS-24VDC-O
PIR6WB-1PS-36VDC-O
PIR6WB-1PS-48VDC-O
PIR6WB-1PS-60VDC-O
PIR6WB-1PS-24VAC/DC-O
PIR6WB-1PS-42VAC/DC-O
PIR6WB-1PS-115VAC/DC-O
PIR6WB-1PS-230VAC/DC-O ❻
PIR6WB-1PS-230VAC-O

6	V	DC
12	V	DC
24 V DC
36	V	DC
48	V	DC
60	V	DC
24 V AC/DC
42	V	AC/DC
115	V	AC/DC
230 V AC/DC
230 V AC
230	V	AC/DC
230 V AC
6	V	DC
12	V	DC
24 V DC
36	V	DC
48	V	DC
60	V	DC
24 V AC/DC
42	V	AC/DC
115	V	AC/DC
230 V AC/DC
230 V AC
6	V	DC
12	V	DC
24 V DC
36	V	DC
48	V	DC
60	V	DC
24 V AC/DC
42	V	AC/DC
115	V	AC/DC
6	V	DC
12	V	DC
24 V DC
36	V	DC
48	V	DC
60	V	DC
24 V AC/DC
42	V	AC/DC
115	V	AC/DC
230 V AC/DC
230 V AC
6	V	DC
12	V	DC
24 V DC
36	V	DC
48	V	DC
60	V	DC
24 V AC/DC
42	V	AC/DC
115	V	AC/DC
230 V AC/DC
230 V AC

0,3 W
0,2 W
0,3 W
0,3 W
0,4 W
0,5 W
0,5 VA / 0,4 W
0,5	VA	/	0,4	W
1,2	VA	/	1,2	W
1,2 VA / 1,2 W
≤	0,8	VA
2,1	VA	/	1,0	W
≤	0,9	VA
0,3 W
0,2 W
0,3 W
0,3 W
0,4 W
0,5 W
0,5 VA / 0,4 W
0,5	VA	/	0,4	W
1,2	VA	/	1,2	W
1,2 VA / 1,2 W
≤	0,8	VA
0,2 W
0,2 W
0,3 W
0,3 W
0,4 W
0,5 W
0,5 VA / 0,4 W
0,5	VA	/	0,4	W
1,0	VA	/	1,0	W
0,2 W
0,2 W
0,3 W
0,3 W
0,4 W
0,5 W
0,5 VA / 0,4 W
0,5	VA	/	0,4	W
1,0	VA	/	1,0	W
1,0 VA / 1,0 W
≤	0,8	VA
0,2 W
0,2 W
0,3 W
0,3 W
0,4 W
0,5 W
0,5 VA / 0,4 W
0,5	VA	/	0,4	W
1,0	VA	/	1,0	W
1,0 VA / 1,0 W
≤	0,8	VA

PI6WB-1PS-6VDC
PI6WB-1PS-12/24VDC
PI6WB-1PS-12/24VDC
PI6WB-1PS-36VDC
PI6WB-1PS-48VDC
PI6WB-1PS-60VDC
PI6WB-1PS-24VAC/DC
PI6WB-1PS-42VAC/DC
PI6WB-1PS-115VAC/DC
PI6WB-1PS-230VAC/DC
PI6WB-1PS-230VAC
PI6WB-1P-230VAC/DC-10
PI6WB-1P-230VAC-10
PI6WB-1PS-6VDC
PI6WB-1PS-12/24VDC
PI6WB-1PS-12/24VDC
PI6WB-1PS-36VDC
PI6WB-1PS-48VDC
PI6WB-1PS-60VDC
PI6WB-1PS-24VAC/DC
PI6WB-1PS-42VAC/DC
PI6WB-1PS-115VAC/DC
PI6WB-1PS-230VAC/DC
PI6WB-1PS-230VAC
PI6WB-1PS-6VDC
PI6WB-1PS-12/24VDC
PI6WB-1PS-12/24VDC
PI6WB-1PS-36VDC
PI6WB-1PS-48VDC
PI6WB-1PS-60VDC
PI6WB-1PS-24VAC/DC
PI6WB-1PS-42VAC/DC
PI6WB-1PS-115VAC/DC
PI6WB-1PS-6VDC
PI6WB-1PS-12/24VDC
PI6WB-1PS-12/24VDC
PI6WB-1PS-36VDC
PI6WB-1PS-48VDC
PI6WB-1PS-60VDC
PI6WB-1PS-24VAC/DC
PI6WB-1PS-42VAC/DC
PI6WB-1PS-115VAC/DC
PI6WB-1PS-230VAC/DC
PI6WB-1PS-230VAC
PI6WB-1PS-6VDC
PI6WB-1PS-12/24VDC
PI6WB-1PS-12/24VDC
PI6WB-1PS-36VDC
PI6WB-1PS-48VDC
PI6WB-1PS-60VDC
PI6WB-1PS-24VAC/DC
PI6WB-1PS-42VAC/DC
PI6WB-1PS-115VAC/DC
PI6WB-1PS-230VAC/DC
PI6WB-1PS-230VAC

RM699BV-3011-85-1005 
RM699BV-3011-85-1012
RM699BV-3011-85-1024 
RM699BV-3011-85-1024 
RM699BV-3011-85-1024 
RM699BV-3011-85-1024 
RM699BV-3011-85-1012
RM699BV-3011-85-1024 
RM699BV-3011-85-1024
RM699BV-3011-85-1060
RM699BV-3011-85-1060
RM699BV-3011-85-1060
RM699BV-3011-85-1060
RM699BV-3211-85-1005 
RM699BV-3211-85-1012
RM699BV-3211-85-1024 
RM699BV-3211-85-1024 
RM699BV-3211-85-1024 
RM699BV-3211-85-1024 
RM699BV-3211-85-1012
RM699BV-3211-85-1024 
RM699BV-3211-85-1024
RM699BV-3211-85-1060
RM699BV-3211-85-1060
RSR30-D05-A1-24-020-1
RSR30-D12-A1-24-020-1
RSR30-D24-A1-24-020-1
RSR30-D24-A1-24-020-1
RSR30-D24-A1-24-020-1
RSR30-D24-A1-24-020-1
RSR30-D12-A1-24-020-1
RSR30-D24-A1-24-020-1
RSR30-D24-A1-24-020-1
RSR30-D05-D1-04-025-1
RSR30-D12-D1-04-025-1
RSR30-D24-D1-04-025-1
RSR30-D24-D1-04-025-1
RSR30-D24-D1-04-025-1
RSR30-D24-D1-04-025-1
RSR30-D12-D1-04-025-1
RSR30-D24-D1-04-025-1
RSR30-D24-D1-04-025-1
RSR30-D48-D1-04-025-1
RSR30-D48-D1-04-025-1
RSR30-D05-D1-02-040-1
RSR30-D12-D1-02-040-1
RSR30-D24-D1-02-040-1
RSR30-D24-D1-02-040-1
RSR30-D24-D1-02-040-1
RSR30-D24-D1-02-040-1
RSR30-D12-D1-02-040-1
RSR30-D24-D1-02-040-1
RSR30-D24-D1-02-040-1
RSR30-D48-D1-02-040-1
RSR30-D48-D1-02-040-1

5	V	DC
12	V	DC
24 V DC
24	V	DC
24	V	DC
24	V	DC
12 V DC
24	V	DC
24	V	DC
60 V DC
60	V	DC
60	V	DC
60	V	DC
5	V	DC
12	V	DC
24 V DC
24	V	DC
24	V	DC
24	V	DC
12 V DC
24	V	DC
24	V	DC
60 V DC
60	V	DC
5	V	DC
12	V	DC
24 V DC
24	V	DC
24	V	DC
24	V	DC
12 V DC
24	V	DC
24	V	DC
5	V	DC
12	V	DC
24 V DC
24	V	DC
24	V	DC
24	V	DC
12 V DC
24	V	DC
24	V	DC
48 V DC 
48	V	DC
5	V	DC
12	V	DC
24 V DC
24	V	DC
24	V	DC
24	V	DC
12 V DC
24	V	DC
24	V	DC
48 V DC
48	V	DC
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