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Large scale for current setting

Dial cover lock device

Auxiliaries are just snapped on: 
easy, fast, without tools

Front mounted auxiliary
contact

Easy mounting onto DIN-rails

Handle Lock device(Off position)

Finger safe terminals

Three position operator handle: 
ON-OFF-TRIP
(Only 100AF is applied)

Identification labels

45 mm

Test trip device for checks of the
trip mechanism

Dial cover

LS Meta-MEC Manual Motor Starters deliver
more efficiency through various functions
and compact design

Handle Lock Dial cover Terminals
MMS-32 MMS-63 MMS-100 

Screw Lug Lug
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Common use from 32 to 100AF

A wide variety of accessories enables a    
flexible response to changes in specifications

Side
mounting 
auxiliary
switch 

(LX) (LX)

Front mounting 
auxiliary switch 

(FX)

Dial cover

Side mounting 
Shunt release

(RS)

Side mounting 
Undervoltage 
release

(RU)

Side mounting 
Undervoltage 
release with
Switch

(RUX)

Side
mounting 
auxiliary
switch 

(LX)

Side
mounting  
alarm 
switch
(Any time)

(LA)

Side mounting  
alarm switch
(Instantaneous)

(LAM)

Side 
mounting
alarm 
switch

(LX)

Direct  adaptor
(Mini-MC)

Direct adaptor
(Metasol/Susol-MC)

Metasol : MC-6a~100a
Susol-MC : 9~95Mini-MC (9~16A)
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Manual Motor Starters
Product Selection Guide
Standard type

∙Adjustable thermal release
∙Magnetic release 13 Ie max. 
∙Trip class 10
∙Protective function
∙Phase-failure protection

- phase-failure
- short circuit
- overload

Rated Thermal Magnetic Switching of 3 phase AC motors, AC-2, AC-3
operational release release 3-phase [kW] (50/60Hz) 3-phase [HP] (60Hz)

400/415V

current Adjustment Operating Icu Ics

Ie range current

[A] [A] [A]
230V 400V 690V 230V 460V 575V

[kA] [kA]

0.16 0.1...0.16 2.1 - 0.02 - - - - 100 100

0.25 0.16...0.25 3.3 0.03 0.06 - - - - 100 100

0.4 0.25...0.4 5.2 0.06 0.09 - - - - 100 100

0.63 0.4...0.63 8.2 0.09 0.12 0.25 - - - 100 100

1 0.63...1.0 13 0.12 0.25 0.55 - 1/2 1/2 100 100

1.6 1.0...1.6 20.8 0.25 0.55 1.1 1/3 3/4 1 100 100

2.5 1.6...2.5 32.5 0.37 0.75 1.5 1/2 1½ 1½ 100 100

4 2.5...4.0 52 0.75 1.5 3 1 2 3 100 100

6 4...6 78 1.5 2.2 4 1½ 5 5 100 100

8 5...8 104 1.5 3 5.5 2 5 5 100 100

10 6...10 130 3 4 7.5 3 7½ 10 50 38

13 9...13 169 3 5.5 11 3 7½ 10 50 38

17 11...17 221 4 7.5 11 5 10 15 20 15

22 14...22 286 4 7.5 15 7½ 15 20 15 11

26 18...26 338 5.5 11 18.5 7½ 15 20 15 11

32 22...32 416 7.5 15 22 10 20 30 15 11

40 28~40 520 7.5 18.5 30 15 30 40 10 8

10 6~10 130 3 4 7.5 3 7½ 10 100 100

13 9~13 169 3 5.5 11 3 7½ 10 50 38

17 11~17 221 4 7.5 11 5 10 15 25 19

22 14~22 286 4 7.5 15 7½ 15 20 25 19

26 18~26 338 5.5 11 18.5 10 20 25 25 19

32 22~32 416 7.5 15 22 10 25 30 25 19

40 28~40 520 7.5 18.5 30 15 30 40 25 19

50 34~50 650 11 22 45 15 40 50 25 19

63 45~63 819 15 30 55 20 50 60 25 19

65 47~65 845 15 30 55 20 50 60 25 19

17 11~17 221 4 7.5 11 5 10 15 50 38

22 14~22 286 4 7.5 15 7½ 15 20 50 38

26 18~26 338 5.5 11 18.5 10 20 25 50 38

32 22~32 416 7.5 15 22 10 25 30 50 38

40 28~40 520 7.5 18.5 30 15 30 40 50 38

50 34~50 650 11 22 45 15 40 50 50 38

63 45~63 819 15 30 55 20 50 60 50 38

75 55~75 975 22 37 63 25 60 75 50 38

90 70~90 1170 30 45 75 30 75 100 50 38

100 80~100 1300 30 45 90 40 75 100 50 38

Type

MMS-32S

MMS-63S 

MMS-100S 

MMS-32S MMS-63S MMS-100S




