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P0039

19 06 100 050

1/10/-/280

EM-GRC-02

product: plug for the flexible cord, angular �’��voltage/current: 250 V~/16 A max. �’��IP 
rating: IP20 �’��material: plastic �’��packaging: 1 pc, hanging
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P0038

19 06 110 300

1/5/-/200

EM-GRC-01

product: plug for the flexible cord, straight �’��voltage/current: 250 V~/16 A max. �’��IP 
rating: IP20 �’��material: plastic �’��packaging: 1 pc, hanging

�����$�����������(�+�(�-�+�'��

P0034

19 06 110 200

1/5/-/150

YC-FA-4Z

product: plug for the flexible cord, straight �’��voltage/current: 250 V~/16 A max. �’��IP 
rating: IP20 �’��material: plastic �’��packaging: 1 pc, hanging

�����$���$�������%�%�%�(�.�,��

P0049

19 26 010 200

1/5/30/60

YC-DA-14

product: the gum socket for the flexible cord �’��voltage/current: 250 V~/16 A max. �’��
children protection �’��IP rating: IP44 �’��material: rubber �’��packaging: 1 pc, hanging

�����$���$�������%�%�%�(�+�+��

P0050

19 06 100 060

1/5/20/80

YC-DA-14Z

product: the gum fork for the flexible cord �’��voltage/current: 250 V~/16 A max. �’��IP 
rating: IP44 �’��material: rubber �’��packaging: 1 pc, hanging

�’ splitter sockets with ���Ó����outlets, fitted with child covers
�’enable connecting multiple devices into one socket
�’max. load 2 300 or 3 680 W, IP20 enclosure
�’ for connecting devices with round or flat plugs
�’with or without switch

Adaptors
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P00242

19 25 030 020

1/4/-/200

KF-Z-01/03A

product: adapter plug 2× �’��voltage/current: 250 V~/10 A max. �’��IP rating: IP20 �’��
material: plastic �’��packaging: 1 pc, hanging

�����$���$�������%�(�+�.�%�,��

P0063

19 05 120 010

1/5/-/30

ES-01/02K

product: adapter plug 2× with switch �’��voltage/current: 250 V~/16 A max. �’��maximum 
load: 3 680 W �’��children protection �’��IP rating: IP20 �’��material: plastic �’��packaging: 1 
pc, hanging
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