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H O M E

1. Auto Switch on at dusk and switches off at dawn. 
2. Built-in Daylight Sensor 
3. Automatically switches On when the room light is less 
4. Light stays for 60 seconds upon detection of movement
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MICROWAVE SENSOR BULB
8-10 meter detection range

• E27 Base

• A60 Shape

• AC:220–240V,50Hz

• PF: >0.5 

• CRI: >80

• 200° Beam Angle

Microwave Sensor Bulb

Model SKU Watts EQUIV.W Lumen Box Qty

VT-2219
2760 -3000K WARM WHITE
2761 -4000K DAY WHITE
2762 -6400K WHITE

9w 60w 806 100

1. Auto Switch on at dusk and switches off at dawn. 
2. Built-in Daylight Sensor 
3. Automatically switches On when the room light is less 
4. Light stays for 60 seconds upon detection of movement

60 mm
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MICROWAVE SENSOR BULB
8-10 meter detection range

• E27 Base

• A60 Shape

• AC:220–240v,50Hz

• PF: >0.5 

• CRI: >80

• 200° Beam Angle

Microwave Sensor Bulb

Model SKU Watts EQUIV.W Lumen Box Qty

VT-2211
2763 -3000K WARM WHITE
2764 -4000K DAY WHITE
2765 -6400K WHITE

11w 75w 1055 100

LED BULBS 
LED Candle Bulbs

Our candle-shaped LED bulbs are energy-efficient 

replacements for traditional halogen lamps that come with 

chandeliers, wall lights, desk lamps, and other decorative 

lighting fixtures. 

● Includes E14 and E27 base variations 

● No UV radiation and mercury-free
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Model SKU Watts EQUIV.W Lumen Box Qty

VT-1818TP
4164 – 2700K WARM WHITE
4156 – 4000K DAY WHITE

4w 30w 320 200

• E14 Base

• Candle Shape

• AC:220–240V,50Hz

• PF: >0.4 

• CRI: >80

• 200° Beam Angle

LED Flame Candle
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