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H O M E

LED FLOODLIGHTS  | PIR Sensor White Body

Incorporating security functionalities, V-TAC offers a new range of LED floodlights equipped with PIR sensors and Samsung LED for an 

even better, high-end performance. Can be used as a regular floodlight through the Auto Cut-off function(manual override). Widely 

used for security lighting in residential, commercial, or industrial areas.

•    SMD Samsung LED 

•    30,000-hr lifespan  

•    100° Beam Angle 

•    AC:220–240V,50Hz 

•    CRI: >80 

•    PF>0.7 for 10,20w;   0.9 for 30,50w 

•    On/Off cycle: >15000

•    Instant start in <1sec 

•    Die casting Aluminium Body 

•    Detection range:120° 

•    Detection distance:2–8m 

•    Time delay:  MIN12+-3sec  MAX6+-2min 

•    Installation height: 1.8–2.5m

IP65
RATING

5 YEAR
WARRANTY
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METER WIRE1
Model SKU Watts Lumen Box Qty

VT-10-S-W
433   |   3000K WARM WHITE
434   |   4000K DAY WHITE
435   |   6400K WHITE

10w 800 20 pcs

0

30

60

90

120

150
-/+180

-150

-120

-90

-60

-30

UNIT:cd
C0/180,113.3deg

UNIT:cd

C30/210,111.5deg

UNIT:cd

C60/240,107.9deg

UNIT:cd

C90/270,105.2deg

AVERAGE BEAM ANGLE(50%):109.5 DEG

0

120

240

360

480

600

LUMINOUS INTENSITY DISTRIBUTION DIAGRAM

55.46mm153mm

17
7.

75
 m

m

METER WIRE1
Model SKU Watts Lumen Box Qty

VT-20-S-W
448   |   3000K WARM WHITE
449   |   4000K DAY WHITE
450   |   6400K WHITE

20w 1600 20 pcs
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METER WIRE1
Model SKU Watts Lumen Box Qty

VT-30-S-W
457   |   3000K WARM WHITE
458   |   4000K DAY WHITE
459   |   6400K WHITE

30w 2400 20 pcs
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METER WIRE1
Model SKU Watts Lumen Box Qty

VT-50-S-W
466   |   3000K WARM WHITE
467   |   4000K DAY WHITE
468   |   6400K WHITE

50w 4000 10 pcs
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