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H O M E

LED FLOODLIGHTS  | Slimline Grey Body High-Lumen

The V-TAC LED High Lumen Floodlight offers energy efficient, high output illumination for intensive lighting applications. This series 

consumes around 80% less energy than traditional outdoor lighting through pioneering optics and the latest LED technology from 

Samsung.

•    Diecast aluminium body  

•    100° beam angle 

•    30,000-hr lifespan 

•    CRI: >80

•    PF: >0.9 

•    AC:220–240V,50Hz 

•    IP65 Rating

IP65
RATING

5 YEAR
WARRANTY

120
lm/W

More bright, energy efficient 
50% better than normal LED
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H O M E

LUMINOUS INTENSITY DISTRIBUTION DIAGRAM
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Model SKU Watts Lumen Box Qty

VT-56-G
764   |   4000K DAY WHITE
765   |   6400K WHITE

50w 6000 8 pcs

LUMINOUS INTENSITY DISTRIBUTION DIAGRAM
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Model SKU Watts Lumen Box Qty

VT-106-G
770   |   4000K DAY WHITE
771   |   6400K WHITE

100w 12000 4 pcs

LUMINOUS INTENSITY DISTRIBUTION DIAGRAM
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VT-156-G
776   |   4000K DAY WHITE
777   |   6400K WHITE

150w 18000 2 pcs
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VT-206-G
789   |   4000K DAY WHITE
790   |   6400K WHITE

200w 24000 2 pcs
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VT-306-G
795   |   4000K DAY WHITE
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300w 36000 2 pcs
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