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�’��power: 12 W �’��dimensions: 280 × 95 mm in diameter
�’��replacement of incandescent bulb: 75 W�’��body colour: white
�’��luminous flux: 1 020 lm �’��line: CORI
�’��color temperature: 4 000 K �’��warranty period: 3 years
�’��body material: steel plate
�’��color rendering index (CRI): Ra > 80
�’��beam angle: 120°
�’��sensor detection range: no sensor
�’��luminaire type: attached
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ZM3401

�’��power: 18 W �’��dimensions: 360 × 105 mm in diameter
�’��replacement of incandescent bulb: 100 W�’��body colour: white
�’��luminous flux: 1 530 lm �’��line: CORI
�’��color temperature: 4 000 K �’��warranty period: 3 years
�’��body material: steel plate
�’��color rendering index (CRI): Ra > 80
�’��beam angle: 120°
�’��sensor detection range: no sensor
�’��luminaire type: attached
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ZM3402

�’��power: 22 W �’��dimensions: 410 × 115 mm in diameter
�’��replacement of incandescent bulb: 130 W�’��body colour: white
�’��luminous flux: 1 980 lm �’��line: CORI
�’��color temperature: 4 000 K �’��warranty period: 3 years
�’��body material: steel plate
�’��color rendering index (CRI): Ra > 80
�’��beam angle: 120°
�’��sensor detection range: no sensor
�’��luminaire type: attached
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ZM3403

�’��power: 32 W �’��dimensions: 410 × 115 mm in diameter
�’��replacement of incandescent bulb: 170 W�’��body colour: white
�’��luminous flux: 2 880 lm �’��line: CORI
�’��color temperature: 4 000 K �’��warranty period: 3 years
�’��body material: steel plate
�’��color rendering index (CRI): Ra > 80
�’��beam angle: 120°
�’��sensor detection range: no sensor
�’��luminaire type: attached
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ZM3404

�’��power: 18 W �’��luminaire type: attached
�’��replacement of incandescent bulb: 100 W�’��dimensions: 360 × 105 mm in diameter
�’��luminous flux: 1 530 lm �’��body colour: white
�’��color temperature: 4 000 K �’��line: CORI
�’��body material: steel plate �’��warranty period: 3 years
�’��color rendering index (CRI): Ra > 80
�’��motion sensor: MW
�’��beam angle: 120°
�’��sensor detection range: 6 m
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ZM3412

CORI      189


