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www.emos.eu Order Code
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Packaging
Type

�’ flush, surface-mount or hung LED panels, �����Ó������W input power
�’ square, rectangle or circle shape, with 90°/120° light angle
�’brand-name drivers, high luminous efficacy �Ó��up to 127 lm/W
�’also dimmable LED panel, 1 controller �Ó��up to 4 panel groups
�’PROFI line with 3 year warranty, PROFI PLUS 5 year warranty
�’LED panel with low glare index (UGR<19) also available

Big LED panels

�’��power: 48 W �’��body colour: white
�’��luminous flux: 4 500 lm �’��line: PROFI PLUS
�’��color temperature: 4 000 K �’��warranty period: 5 years
�’��body material: aluminum �’��UGR<: 22
�’��color rendering index (CRI): Ra > 80
�’��beam angle: 90°
�’��sensor detection range: no sensor
�’��luminaire type: built-in
�’��dimensions: 595 × 595 × 10 mm

�����$���$�������%�+�,�-�'�+��
ZR1532

15 44 104 820

1/-/-/4

ZR1532

�’��power: 48 W �’��body colour: white
�’��luminous flux: 4 500 lm �’��line: PROFI PLUS
�’��color temperature: 4 000 K �’��warranty period: 5 years
�’��body material: aluminum �’��UGR<: 22
�’��color rendering index (CRI): Ra > 80
�’��beam angle: 90°
�’��sensor detection range: no sensor
�’��luminaire type: built-in
�’��dimensions: 1 195 × 295 × 10 mm
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ZR3532

15 44 204 820
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ZR3532

�’��power: 40 W �’��dimensions: 1 195 × 295 × 11.4 mm
�’��replacement of incandescent bulb: 2× 36 W CFL�’��body colour: white
�’��luminous flux: 4 000 lm �’��line: PROFI PLUS
�’��color temperature: 4 000 K �’��warranty period: 5 years
�’��body material: aluminum �’��UGR<: 19
�’��color rendering index (CRI): Ra > 80
�’��beam angle: 90°
�’��sensor detection range: no sensor
�’��luminaire type: built-in
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ZR3422

15 41 402 210

1/-/-/4

ZR3422

�’��power: 40 W �’��dimensions: 295 × 1 195 × 11.4 mm
�’��replacement of incandescent bulb: 2× 36 W CFL�’��body colour: white
�’��luminous flux: 4 240 lm �’��line: PROFI PLUS
�’��color temperature: 4 000 K �’��warranty period: 5 years
�’��body material: aluminum �’��UGR<: 22
�’��color rendering index (CRI): Ra > 80
�’��beam angle: 120°
�’��sensor detection range: no sensor
�’��luminaire type: built-in
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ZR3412

15 41 401 200
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ZR3412
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