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�’��power: 11 W �’��dimensions: 125 × 125 × 20 mm
�’��replacement of incandescent bulb: 60 W�’��mounting hole: 105 × 105 mm
�’��luminous flux: 850 lm �’��body colour: white
�’��color temperature: 4 000 K �’��line: EXCLUSIVE
�’��body material: aluminum �’��warranty period: 3 years
�’��color rendering index (CRI): Ra > 80
�’��beam angle: 120°
�’��sensor detection range: no sensor
�’��luminaire type: built-in
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�’��power: 13 W �’��dimensions: 155 × 155 × 20 mm
�’��replacement of incandescent bulb: 80 W�’��mounting hole: 135 × 135 mm
�’��luminous flux: 1 180 lm �’��body colour: white
�’��color temperature: 4 000 K �’��line: EXCLUSIVE
�’��body material: aluminum �’��warranty period: 3 years
�’��color rendering index (CRI): Ra > 80
�’��beam angle: 120°
�’��sensor detection range: no sensor
�’��luminaire type: built-in
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�’��power: 18 W �’��dimensions: 185 × 185 × 20 mm
�’��replacement of incandescent bulb: 100 W�’��mounting hole: 165 × 165 mm
�’��luminous flux: 1 530 lm �’��body colour: white
�’��color temperature: 4 000 K �’��line: EXCLUSIVE
�’��body material: aluminum �’��warranty period: 3 years
�’��color rendering index (CRI): Ra > 80
�’��beam angle: 120°
�’��sensor detection range: no sensor
�’��luminaire type: built-in
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ZV2152

�’ 4 input power options �Ó������W, 12 W, 18 W or 24 W
�’aluminium body and plastic diffuser, white or silver frame
�’ light: warm or neutral white
�’high quality LIFUD drivers
�’ simple installation

Recessed round white, silver

�’��power: 6 W �’��dimensions: 120 × 21 mm in diameter
�’��replacement of incandescent bulb: 40 W�’��mounting hole: 105 mm
�’��luminous flux: 450 lm �’��body colour: white
�’��color temperature: 3 000 K �’��warranty period: 3 years
�’��body material: aluminum
�’��color rendering index (CRI): Ra > 80
�’��beam angle: 120°
�’��sensor detection range: no sensor
�’��luminaire type: built-in
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